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CLAIMS 

1. Method for automatic selection of configuration profile to a mobile phone, 
whereby one or more configuration profiles are predefined in the mobile 

5 phone and one configuration profile is defined in a card inserted in the mobile 
phone, characterized by 

a) switching on the mobile phone, 

b) comparing the configuration profile of the card with the configuration profile 
information in the mobile phone, 

10 c) selecting a configuration profile to the mobile phone as a consequence of 
the comparison. 

2. Method of claim 1 .characterized in that in step b), the mobile phone 
identifies the configuration profile of the card by means of a country code and 

15 a network code. 

3. Method of claim 1 or 2, characterized in that in step c), no change of 
configuration profile is made in the phone, if there already is an active 
predefined configuration profile in the mobile phone that has the same country 

20 code and network code as that defined in the card. 

4. Method of claim 1 or 2, characterized in that in step c) the user of the 
mobile phone is asked if he wants to activate a configuration profile in the 
mobile phone that corresponds to that defined in the card if there is no active 

25 configuration profile in the mobile phone and, upon acceptance by the user, 
the configuration profile is activated in said way. 

5. Method of claim 1 or 2, characterized in that in step c) the user is 
asked if he wants to activate a configuration profile in the mobile phone that 

30 corresponds to that defined in the card if the active configuration profile in the 
mobile phone and that defined in the card do not correspond to each other 
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and, upon acceptance by the user, the configuration profile in the mobile 
phone is activated in said way. 

6. Method of any of claims 1-5, characterized in that before step b), the 
5 current card on the mobile phone is switched to a new one. 

7. Method of any of claims 1-6, characterized in that each configuration 
profile is identified by a country code and an operator code. 

10 8. Method of any of claims 1-7, characterized in that said card is a 
Subscriber Identity Module (SIM). 



